
 

Note:  The test data was only valid for the test sample(s). This test report is prepared for the customer shown above and for the 

device described herein. It may not be duplicated or used in part without prior written consent from Bay Area Compliance 

Laboratories Corp. (Dongguan)  

(Rev. 2.0, 2012-10-05 effected)This report is valid only with a valid digital signature. The digital signature may be available only 

under the Adobe software above version 7.0. 

 

 

 

 

 

TEST REPORT 
Prepared For 

 

ATG Electronics Corp. 
9020 Rancho Park Court Rancho Cucamonga, CA 91730 

 

Model: HBUF-150W-50-G2 

 

Report Type: 

Report is prepared for the client above to present the result 

of measured temperature of samples which is usually used 

to project the lumen maintenance life of LED lighting 

products 

Test Engineer: Hexy He 
 

Report Number: RSZ170901524-10A1 

Test Date: 2017-09-09 

Report Date: 2017-09-12 

Reviewed By: Blake Zhang / EE Engineer 
 

Prepared By: 

Bay Area Compliance Laboratories Corp. (Dongguan).  

No.69,Pulongcun ,Puxinhu Industrial Area, Tangxia , 

Dongguan, Guangdong, China.  

Tel: +86-0769-86858888 

Fax:+86-0769-86858588 

  



Bay Area Compliance Laboratories Corp. (Dongguan) 
Test facility was located at No.69, Pulongcun, Puxinhu Industry Area, Tangxia, 

Dongguan, Guangdong, China. 

 
 

Report No: RSZ170901524-10A1 Page 2 of 5  

1. General Information 

Product Description for Equipment under Test (EUT) 

Product Type High Bay Luminaires for Commercial and Industrial Buildings 

Manufacturer ATG Electronics Corp. 

Product Model Number HBUF-150W-50-G2 

Driver Model HBG-160-48B 

Rating AC120V-277V 50/60Hz  150W 5000K 

LED Type LED Package 

LED Model Number L130-5070003000W2C 

LED Manufacturer Lumileds 

2. Reference Standard 

 ANSI/UL 1993-2009: Standard for Safety of Self-Ballasted Lamps and Lamp Adapters 

 ANSI/UL 8750-2009: Standard for Light Emitting Diode (LED) Equipment for Use in Lighting Products 

 ANSI/UL 153-2002: Standard for Safety of Portable Electric Luminaires 

 ANSI/UL 1598-2008: Standard for Safety of Luminaires 

3. Test Equipment 

Device Manufacture Model No Serial No Test Range 
Calibration 

date 
Calibration due 

date 

Multimeter FLUKE 17B 1573 1328 
400nV~4000nV,

4V~1000V 
2017-03-03 2018-03-03 

Hybrid 

Recorder 
YOKOGAWA DR240 10# N/A 2017-03-04 2018-03-04 

AC POWER 

SUPPLY 
HengPu HPA 1103 0003394 3KVA 2017-03-03 2018-03-03 

Statement of Traceability: Bay Area Compliance Laboratories Corp. (Dongguan) attested that all calibration has been 

performed using suitable standards traceable to National Primary Standards and International System of Units (SI). 
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4. Test Data 

Test Method:  

The sample was operated until constant temperatures were obtained.  A temperature was considered constant if the 
sample was operating for at least three hours and upon three successive readings - taken at 15 minute intervals - 
were within one degree and were not rising.Thermocouples were attached at locations described in the results by 
means of a cement made of water glass and Fuller's earth, solder, or epoxy.  

The LED which has the highest temperature was measured at the location of LED case which is specified by LED 
source manufacturer and detailed by LM-80 report. 

The drive current of LED package/module/ array was calculated as the total output current of the driver measured by 
multimeter, divided by the number of branches in parallel of LEDs. 

TMP Photo: 

Temperature measurement point on TMPLED 

  

Temperature measurement point on TMPC (For Premium Level Application) 
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Temperature Measurement Data 

Test Condition 

Ambient Temperature: 25°C±5°C 

Relative Humidity: 53 % 

Supply voltage: 120 V 60 Hz 

Type of thermocouples: T 

Test Duration: ≥3.5Hours 

Test Result 

Hottest TMPLED: 69ºC 

TMPC: 47.4ºC 

Forward Current(IF): 86.15 mA 
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5. EUT Photo and Driver Photo 
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