STANDARD-TECH ~—~ &/ nersoisTece:

(ACCREDITED)
Certificate#4703.01

LM-79-08 Test Report

For

ATG Electronics
(Brand Name: ATG Electronics)

10588 Monte Vista Ave, Montclair, CA 91763

Outdoor Full-Cutoff Wall-Mounted Area Luminaires

Model name(s): WPGP-45-XX
Remark: “XX” refer to CCT as below:40=4000,50=5000,57=5700

Representative (Tested) Model: WPGP-45-40

Model Different: All construction and rating are the same, except CCT

Test & Report By: Review By:
Garmar Mo nbnson Sun
Engineer: Garman Mo Manager: Johnson Sun

Date: Jun.26,2019
Note: 1.The results contained in this report pertain only to the tested samples.
2.This report does not imply product certification, approval, or endorsement by A2LA, or any

agency of the Federal Government.
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1.1 Product Information:

Organization Name ATG Electronics
Brand Name ATG Electronics
Model Number WPGP-45-XX
SKU (if available) N/A

Type of Luminaire

(for integral lamps, list base type and lamp type)

Outdoor Full-Cutoff Wall-Mounted Area

Luminaires

Rated Voltage / Frequency

120-277Vac, 50/60Hz

Nominal Power 45W

Rated Initial Lamp Lumen --

Declared CCT 4000K,5000K,5700K
LED Manufacturer LUXEON

LED Model LUXEON 3030 2D

Sample Number

Luminaire Aperture (for downlights)

JAE190427-QC1(4000K)

- m.

Luminaire Length -- mm
Luminaires Width -- mm
Number of Units (modular products) N/A s
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1.2 Test Specifications:

Date of Receipt Apr.24,2019

Date of Test Apr.28,2019

1. Total Luminous Flux

. Luminous Distribution Intensity
Test item

Electrical Parameters

2
3. Luminous Efficacy
4
1

IES LM-79-2008 Electrical and Photometric Measurements of
Solid-State Lighting Products

2.  1IESNA TM-16-05 Technical Memorandum on Light Emitting
Diode (LED) Sources and Systems

Reference Standard

1.3 Test Methods

1) Photometric and Light Distribution Measurement — Goniophotometer Method:

Photometric parameters were measured using the goniophotometer and software. The ambient
temperature shall be maintained at 25° C £ 1° C, measured at a point not more than 1 m from the
sample and at the same height as the sample. The sample was operated at 120 or rated Volts AC, 60Hz.
It was stabilized before measurement was made. Luminous flux, luminaire efficacy, zonal lumen were
calculated from the software taken at 1° vertical intervals and 22.5° horizontal intervals.

3) Electrical Measurements:

Electrical parameters were measured using power meters incorporated in goniophotometer or
sphere-spectroradiometer system. The ambient temperature surrounding the sample was maintained at
25° C = 1° C. The sample was operated at 120 or rated Volts AC, 60Hz. It was stabilized before
measurement was made. Voltage, frequency, current, power, power factor and total harmonic distortion
were measured by and read from the power meter.
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| 2.1 Electrical, Photometric and Chromaticity Measurements

2019-04-28 25.1°C
As intended 60
WPGP-45-40 90

Electrical Measurement:

JAE190427- 120.0 60 0.3692 44.05 0.9943 7.41
QC1 277.0 60 0.1650 44 .45 0.9728 10.75
DLC Pass Criteria | >=0.9(-3%) | <=20(+5)

Photometric Measurement — Goniophotometer Method(Test Distance: 26.000m):

Test Voltage (V) 120.0 277.0

Frequency (Hz) 60 60 -

Total Luminous (Im) 5938.8 5962.5 >=300 (-10%)

Luminous Efficacy (Im/W) 134.82 134,04 | Stendard:>= | Premium: >=
95(-3%) 115(-3%)

Zonal lumens in the 0-90° zone (%) 99.7 -- >=100(-3)

Zonal lumens in the 80-90° zone (%) 1.0 -- <=10(+3)

Beam Angle (°) 97.3 -- --

Center Beam Candle Power (cd) 2203 -- --
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Zonal Lumen Tabulation

Zonal Lumen Summary

Zone [Lumens |% Luminaire
0-30 1,680.9 28.3%
0-40 2,760.0 46.5%
0-60 |5,002.1 84.2%
60-90 917.7 15.5%
70-100 254.1 4.3%
90-120 5.3 0.1%
0-90 5,919.8 99.7%
90-180 18.3 0.3%
0-180 5,938.1 100%

Tel: 862

Lumens Per Zone
% Lume

Zone [Lumens Total Zone ns % Total
0-10 207.1| 3.5%| 90-100 1.5 0%
10-20 585.1] 9.9%]| 100-110 1.5 0%
20-30 888.6| 15.0%]| 110-120 2.3 0%
30-40 1,079.1] 18.2%]| 120-130 2.9 0%
40-50 1,108.7| 18.7%]| 130-140 3.0 0.1%
50-60 1,133.4] 19.1%]| 140-150 2.7 0%
60-70 665.1] 11.2%]| 150-160 2.2 0%
70-80 193.0f 3.2%| 160-170 1.5 0%
80-90 59.7] 1.0%| 170-180 0.6 0%
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Photometric Data

Polar Candela Distribution
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3. Test Equipment

Equipment ID Equipment Name Last Calibration Date |Next Calibration Date
ST-R-355 Goniophotometer system Verified by D908S standard lamp
ST-R-359 Standard Lamp 2018-07-04 2019-07-03
ST-R-358 Power Meter for Goniophotometer 2018-06-28 2019-06-27
Expand Uncertainty:

Photometric Measurement(Goniophotometer):2.76%, k=2
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