
SECTOR
DUO SELECTABLE LED CANOPY/PARKING GARAGE FIXTURE

SCP



DESCRIPTION
General Purpose LED Canopy Light | Power & CCT Selectable | 
120-277VAC Input (347-480VAC Optional) | 0-10V Dimming 

PRODUCT SPECIFICATIONS

APPLICATION

PRODUCT FEATURES
Color Select Technology (3000K/4000K/5000K)
Power Select Technology (75W/60W/40W)
Impact Resistant, Vandal Resistant
Bronze Finish Comes Standard, Other Finish Color 
Available (Extra Lead Time Will Apply)
Surface Mount & Pendant Mount Available
Plug & Play Microwave Sensor Available (Order Separately)

Parking Garages, Gas Stations, Tunnels, Train Stations, Underpasses, Storefront So�ts, Covered Walkways 

•
•   
•
•  
•
•    

•
•  
•
•
 
•
•      

Emergency Backup Available (Order Separately)
Input: 120-277VAC, 50/60Hz
Ingress Protection Rating of IP65
Operating Temperature: -300C(-220F) to 500C(1220F)
CRI>80, Power Factor >0.95, THD <20%
Calculated L70 Lifetime >136,000 Hrs @ 250C/770FAmbient Temperature
10 Year Limited Warranty Provided
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DAYLIGHT0-10V DIM

SCP
DUO SELECTABLE LED CANOPY/PARKING GARAGE FIXTURE

Part Number Input
Nominal

Wattage(W)

3000K 4000K 5000K

Wattage
(W)

Efficacy
(LM/W)

Lumens
(LM)

Wattage
(W)

Efficacy
(LM/W)

Lumens
(LM)

Wattage
(W)

Efficacy
(LM/W)

Lumens
(LM)

SCP-75-T1 120-277V

40 38.9 128.1 4,980 37.2 146.8 5,464 38.4 141.4 5,422

60 62.8 130.0 8,157 60.9 151.7 9,230 63.2 146.2 9,241

75 75.2 131.7 9,903 72.3 148.6 10,746 75.7 142.2 10,768
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LIGHT DISTRIBUTION PATTERN

GRL-70W-T1-F @70W,4000K
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SCPSCP
DUO SELECTABLE LED CANOPY/PARKING GARAGE FIXTURE

SCP
DUO SELECTABLE LED CANOPY/PARKING GARAGE FIXTURE

Manufacturer
Lamp Lumens
Lamp Quantity
Light Loss Factor
Input Power
Max llluminance

These lighting calculation results are for general informational purposes 
only and are provided without warranty as to accuracy, completeness, 
reliability or otherwise. Results are based on user provided data and data 
provided from publicly available sources; actual �eld conditions may a�ect 
calculated output. Visit www. Visual-3D.com

ATG Electronics Con�guration
10746 Orientation
1 Mounting Height
1 Arm Length
72.3 Tilt
6 Area > 0.5fc

Single
Single
20
1
0
4650
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ISO ILLUMINANCE

20 LUX
10 LUX
5 LUX

1 LUX
0.5UX
0.1 LUX 50% Max Cd

- - - Max CdDistance in units of mount heighe(6M)

Zone Lumens % Lamp

0-30

0-40

0-60

60-90

70-100

90-120

0-90

90-180

0-180

1,911.9

3,315.1

6,952.7

3,573.3

1,807.7

159.7

10,526.0

219.3

10,745.3

17.8%

30.8%

64.7%

33.3%

16.8%

1.5%

98%

2%

100%

17.8%

30.9%

64.7%

33.3%
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100%

% Luminaire

ZONAL LUMEN SUMMARY

Data subject to change. Last Edited:  October 20, 2024 10:00 PM

Heeven
Highlight

Heeven
Typewriter
SCP-75-T1 @75W,4000K
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PHYSICAL SPECIFICATIONS

ADDITIONAL ACCESSORIES (SOLD SEPARATELY)

ATG CODE MODEL NUMBER DESCRIPTION

SQ

RQ

EC

EK

HB03R

HB01DMS

STB41A-08WLi-55

EMB08YY-080

Remote for HB01DMS

SR HB03DPR-A PIR Bi-level Sensor, 12VDC

EL EMB08UY-155 Emergency Kit, Input: 120-277VAC, Emergency Output: 8W, 81-155VDC

Microwave Bi-level Sensor, 12VDC
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Emergency Kit,  Input: 120-277VAC, Emergency Output: 8W, 20-55VDC

Emergency Kit,  Input: 120-277VAC, Emergency Output: 8W, 51-80VDC

SCPSCP
DUO SELECTABLE LED CANOPY/PARKING GARAGE FIXTURE

SCP
DUO SELECTABLE LED CANOPY/PARKING GARAGE FIXTURE

HB01DMS HB03R EMB08UY-155 HB03DPR-A

Data subject to change. Last Edited:  October 20, 2024 10:00 PM
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ORDER FORMAT

SCPSCP
DUO SELECTABLE LED CANOPY/PARKING GARAGE FIXTURE

SCP
DUO SELECTABLE LED CANOPY/PARKING GARAGE FIXTURE

Series Wattage CCT Voltage Options

SCP - 75 - T1 - -

SCP 75= 75W/60W/40W Select T1= 3K/4K/5K Select Blank= 120-277VAC SH= Microwave Bi-Level Sensor

SR= PIR Bi-Level Sensor

EK= Emergency Backup Battery

DUO Sector Canopy Light, 1-10V dimming, 75W/60W/40W, 3000K/4000K/5000K, 120-277 VAC

Microwave Bi-level Sensor, 12VDC

Remote for HB01DMS

Emergency Kit, Input: 120-277VAC, Emergency Output: 8W, 81-155VDC

Emergency Kit,  Input: 120-277VAC, Emergency Output: 8W, 20-55VDC

QUICK ORDERING GUIDE
Part Number Description QUICK SHIPPING

SCP-75-T1

HB01DMS

HB03R

PIR Bi-level Sensor, 12VDCHB03DPR-A

EMB08UY-155

STB41A-08WLi-55

Data subject to change. Last Edited:  October 20, 2024 10:00 PM




